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1. TENON, 2" GALV. STEEL PIPE
THREADE ONE END.
2— MAST ARM PLUMBIZER. 1'4"1.D.
THREADED WITH 2'/¢" 1.D. FOR
TENON (BRONZE ONLY).
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6— LOCK NUT. 1!,
MAST ARM 7— ORNAMENTAL CAP., LONG.
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NOTES: a
USE VISORS FOR TRAFFIC SIGNALS THAT ARE TUNNEL <T
TYPE 12”x 12" AND YELLOW IN COLOR. Ll w
I W
B. SHOP DRAWINGS ARE REQUIRE IN ACCORDANCE :f 2
WITH SUBSECTION 1-4-C OF THE STATE OF UTAH 'JF— =
“SPECIFICATIONS FOR ROAD & BRIDGE CONSTRUCTION” <T o
2000 EDITION. z W z
o= 3
C. ALL FITTING TO BE BRONZE EXCEPT GALVANIZED — 5
STEEL PIPE FITTINGS. w o
1
<T
D. LOCATE TERMINAL BLOCK IN TOP SECTION. =)
<T
E. INSTALL TYPE V SIGNAL ASSEMBLIES SO THAT o
HINGED SIGNAL FACES SWING OPEN TO THE OUTSIDE. STD DWG




